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KY-CSXF2404 KY-CPX2404

KY-MS-2800GFS-8C

KY-CSX2404 KY-CPX2404

DYMEC

ERPSv2
Non-Stop
Redundant
Fiber Ring

KY-MH0804G2
KY-CSX0812

KY-RT1000G-M12

KY-CP1604XB KY-CQ0804X2

NSA Certified Endpoint and DYMEC Service Control
 NSA Secure Endpoint & Chassis

• Ability to Shut Down Console Port
• Ability to Disable Reset Button
• Ability to Secure and Choose Remote Switch Protocols

o HTTP
o  HTTPS
o SSH
o TELNET

Available on DYMEC Switches & Routers
DYMEC "SERVICE CONTROL" Solution

 EASY to Use GUI
 EASY Verification of Services
 Secure Chassis
 Secure Remote & Unmonitored Devices
 Absolute control of Anyone Cccessing the Device
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OUR SERVICE

DYMEC Service
Design & Manufacture

Long-Term 
Partnership

Contact Us
Sales team guides you to the 

project evaluation process 

+1 (816) 988-7861

Email: Sales@DYMEC.com

Quality Control
IQC

IPQC

FQC

OQC

Service
Technical Support

RMA Service

Manufacturing
ISO9001& 14001 Certified 

In-house Facility

Cost-Effective 

Engineering
Cost Analysis 

Marketing & Competition

Analysis 

Hardware & Software 

Customization
WARRANTYWARRANTY

5

Security
 NSA Secure 

Service Control

UL

DYMEC
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DYMEC
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DYMEC

3170® Series Managed 
Switch
Layer 2
Layer 3
Gigabit
10 GbE
PoE+ (IEEE802.3bt) 60 Watt



10 11

Why DYMEC
KY-CPX2404

DYMEC Industrial switches support IPv6

DYMEC

KY-MPG0804 KY-MPG0804

KY-MPG0804

KY-CPX2404

KY-MPX2404 KY-MPX2404

KY-MPX2404

-40° ~ +85°C -40° ~ +85°C-40° ~ +85°C -40° ~ +85°C-40° ~ +85°C

KY-MPX2404 KY-CP1604XB KY-CPX2404 KY-MH0804G2 KY-MQ0804G2

Temperature Hardened Switches / -40 ~ 85°C

We provide Layer 2 & Layer 3 rugged
Industrial Ethernet switches with 
1 / 10 GbE Solutions, including ERPSv2 
Non-Stop Fiber Rings. 
Reliable Air Traffic Management - that 
is secure.
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60 Watt PoE+ (IEEE802.3bt) Switch

Why DYMEC

DYMEC

KY--MQ0804X2

-40° ~+85°C -40° ~+85°C -40° ~+85°C -40° ~+85°C -40° ~+85°C

KY-MTG1002 KY-CPX2404 KY-MH0804G2 KY-MH0804X2 KY-MQ0804X2

KY-MQ0804X2

KY-MQ0804X2

KY-MQ0804X2

KY-MQ0804X2

KY-MSX2404

Our 60 & 95 Watt PoE+ Switches 
(IEEE802.3bt) with 1 / 10 GbE Up-links
provide clean, regulated power, 
including NSA security for your high
capacity & resolution requirements.

Temperature Hardened - -40° ~ +85°C
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Why DYMEC
KY-MH0804G4

KY-MTG0804 KY-MPG1604 KY-MPG2404 KY-MH0804G4 KY-MQ0804X2

-40° ~ +85°C-40° ~ +85°C -40° ~ +85°C-40° ~ +85°C -40° ~ +85°C

KY-MPX2404

KY-MH0804G4

KY-MPG0804

DYMEC

DYMEC offers a wide range of
Temperature Hardened Industrial
PoE + (IEEE802.3bt) Switches for
every camera and sensor need. All
our switches come with our secure
"Service Control" NSA Endpoint Security.
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Why DYMEC

KY-MP1604XB 

DYMEC's Gigabit PoE+ switches provide smooth
connections for AI recognition in your robotic
networks DYMEC Industrial switches work reliably

and efficiently in rugged auto-guided
vehicles for smart farm applications

KY-MP1604XB

KY-ES0500L-M12 KY-ES0500L-M12 KY-ES0500L-M12

-40° ~ +85°C-40° ~ +85°C -40° ~ +85°C-40° ~ +85°C-40° ~ +85°C

KY-MSX1604 KY-MP1604XB KY-MPX2404 KY-EPG0802 KY-IPG0101

DYMEC



18 19

Why DYMEC

DYMEC's 10GbE PoE+ switches can help 
your Industrial networks seamlessly 
integrate into Industry 4.0 capabilities 
and production.

DYMEC's Industrial switches integrate
into any factory production network.
They provide nonstop production
flow monitoring for Time Sensitive
production control.

KY-ES0500L-M12

Temperature Hardened for extreme conditions

KY-ES0500L-M12 KY-ES0500GA KY-ES0800GA KY-ES1600G KY-MPX2404

-40° ~ +85°C -40° ~ +85°C -40° ~ +85°C -40° ~ +85°C -40° ~ +85°C

KY-MPX2404

KY-ES0500L-M12

KY-ES0500L-M12

KY-ES0500L-M12

DYMEC
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DYMEC

-40° ~ +85°C -40° ~ +85°C -40° ~ +85°C -40° ~ +85°C -40° ~ +85°C

KY-MPG1002 KY-MT0802C-M12 KY-MT1000G-M12 KY-ET0804C-M12 KY-ET1000G-M12

KY-MT0802C-M12

KY-MT1000G-M12 KY-MP1002G

Why DYMEC

Our sealed, temperature hardened M12
PoE+ Industrial Ethernet switches will
provide smooth data & video streams 
from passenger information systems 
and IP cameras to Control Centers and 
to Metro carriages
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DYMEC

Why DYMEC

DYMEC offers EN50155 certificated, 
temperature hardened, sealed, PoE+ 
switches with M12 connectors for 
harsh environments. Any voltage - 
any power. 5 Year Warranty

KY-MT1000G-M12 

KY-MT1000G-M12 KY-MT1000G-M12 KY-MT1000G-M12

KY-CPX2404 KY-MTX0804

-40° ~ +85°C -40° ~ +85°C -40° ~ +85°C -40° ~ +85°C -40° ~ +85°C

KY-ES0804C-M12 KY-MS0802C-M12 KY-MT0802C-M12 KY-ET1000G-M12 KY-MT1000G-M12
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Feature Highlight Cer�fica�on Where to use

MS-0804G

GbE

IEC61850-3

Management

Fast Ethernet

Temperature Hardenede

ES-0500LA

Layer 3

IM-0101G MS-2404GS-8C CS-2404GS-8C

APPLICATION

IEEE1588v2 PTP

Gigabit to high speed

VRRPv2 802.1X, RADIUS, TACACS+, SSL, SSH 

Temperature Hardened / -40° ~ +85°C NSA 

Endpoint Secure

UL

CE/FCC

IEC61850-3

IEEE1613

IEC61000-6-2

IEC61000-6-4

Plant

Solar Power Plant 

Data Center

Product Spotlight

Why DYMEC

Applica�on Note

To manage the machinery end devices in a 
control center of a power plant.

IEC61850-3 & IEEE1613 

Safety Certified

Intelligent data monitoring

Rugged switches 

Gigabit Ethernet

Ring Topology Link

1G SFP

•  RSTP, MSTP, ERPS, LACP for Network Redundancy

•  QoS CoS/DSCP to insure redundancy & delivery

•  Supports IGMP Snooping v1/v2/v3, up to 1023 groups

•  Option 82 for policies IP address assignment

•  SNMP v1/v2c/v3 for network management

•  Supports industrial protocols Ethernet/IP and Modbus TCP

KY-MS2404GS-8C
16+8+4 Port Industrial Managed Gigabit Ethernet Switch

SFP+ Slot
4x 1000F(x) 
SFP SlotUSB Storage

for configura�on-free 
replacement

Protec�on
ESD & Surge Protec�on

Reboot the System
Reset the system to factory default

IEEE1613

-40

75°C

°C
IEEE1613S F PS F P

IEEE1613

CONTROL CENTER EDGE DEVICES

PLC

PLC

PLC

Power & Energy 
Power Plant

DYMEC

KY-MS2404GS-8C

KY-MS2404GS-8C

KY-MS2404GS-8C

KY-IM0101G

KY-IM0101G

KY-IM0101G

-30° ~ +85°C -40° ~ +85°C -40° ~ +85°C -40° ~ +85°C -40° ~ +85°C

Real-time Data Collection features, in 
the DYMEC switch, makes your 
network control management smarter. 
Your network is less congested with 
higher throughput.
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Feature Highlight Cer�fica�on Where to use

APPLICATION

Low Power Consumption

5 Year Warrantyolu�on

PoE+ Booster

PoE PD alive check

Slim size

Redundant power inputs

UL

CE/FCC

IEC61000-6-2

IEC61000-6-4

Wind Power Plant 

Solar Power Plant 

Renewable Energy 

IP Surveillance 

Oilfield Monitoring

Product Spotlight

Why DYMEC

Applica�on Note

Slim size: Saving space 

Advanced Gigabit speed

Easy installation

DYMEC

DYMEC provides both Managed and 
Unmanaged - Layer 2 and Layer 3 
Industrial Ethernet switches. Safe, 
secure - includes a 5 Year Warranty. Dymec software features make  

your long distance networking
management easier and more 
secure. NSA Endpoint.

KY-CS2404GS-8C

KY-ESG0401

KY-MSG0804 KY-MSG0804

KY-MSG0804

KY-ESG0401

KY-MSG0804 KY-MSG1604 KY-CS2404G-8C KY-ESG0401 KY-EPG0401

-40° ~ +85°C -40° ~ +85°C -40° ~ +85°C -40° ~ +85°C -40° ~ +85°C
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DYMEC

Why DYMEC

KY-MTG0802
(12 ~ 57 VDC

Non-Stop
Fiber Ring 
Technology

KY-MTG0802
(12 ~ 57 VDC

KY-MTG0802
(12 ~ 57 VDC

KY-MTG0802

-40° ~ +85°C -40° ~ +85°C-40° ~ +85°C -40° ~ +85°C -30° ~ +85°C

KY-MSG0802 KY-MSG0804 KY-CS2404G-8C KY-EPG0401 KY-IPG0101

DYMEC Industrial Ethernet switches
support Non-Stop Fiber Rings for
complete redundancy. Multi-Ring
G.8032 ERPSv2. All have redundant
Dual-Power inputs
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DYMEC

KY-ETG1002

KY-ETG1002
Why DYMEC

-40° ~ +85°C -40° ~ +85°C -40° ~ +85°C -40° ~ +85°C -40° ~ +85°C

KY-MT0802C-M12 KY-EPG0802 KY-ET0804C-M12 KY-ES0500L-M12 KY-ES0800L-M12

For Shock & Vibration environments - you
can count on rugged DYMEC industrial 
Ethernet switches with secure M12 
connectors. Reliable data transmission. 
DYMEC has a full 5 Year Warranty
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DYMEC

KY-MTG0804

KY-MTG0804

KY-MTG0804

-40° ~ +85°C-40° ~ +85°C -40° ~ +85°C -40° ~ +85°C-40° ~ +85°C

Why DYMEC

MQTT (MQ  Telemetry Transport) is to 
enhance the mobility and convenience 
of your remote networking 
management with extremely low data 
rates. Used extensively in the oil, gas & 
chemical industries. (ISO/IEC PRF 20922) 
Also used in DOT infrastructure

KY-MTG0802 KY-MTG0804 KY-MTG1002 KY-CPG0804 KY-MPX2404
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DYMEC

KY-3170EM4-P

KY-3170EM4 & KY-3170EM4/2

-40° ~ +85°C -40° ~ +85°C -40° ~ +85°C -40° ~ +85°C -40° ~ +85°C

KY-3170EM4 KY-3170EM4/2 KY-3170EM4-P KY-3170XM KY-3170XR

Why DYMEC

• DYMEC Invented the 3170 Product
• NSA Endpoint Secure
• Ultra-low Power Consumption
• Easy Installation & Maintenance
• Built-in Traffic Analysis
• DYMEC has a full 5 Year Warranty

3170 ITS Industrial Ethernet Traffic Switch
Input File - Rack Mount Switch
KY-3170EM4 & KY-3170EM4/2 & KY-3170EM4-P 
(IEEE802.3bt) 60 Watt PoE

GbE
10GbE
PoE (bt)
Layer 2 Switch

Layer 3 Router
Temperature Hardened

 10 Port, 1 GbE, Industrial Ethernet Switch
 6 x 10/100/1000 TX RJ-45 Ports
 4 x 1000 SFP Slots
 1 x USB Port for Backup / Troubleshooting
 INPUT FILE Switch - Temperature Hardened
 G.8032 ERPSv2 Non-Stop Fiber Rings
 Layer 2 Switching
 MAC Table for Troubleshooting
 Fiber Port Diagnostics
 Copper Port Diagnostics
 RSTP / MSTP / VLAN
 NEMA & Non-NEMA Traffic Cabinets
 Power 12 ~ 48 Volts DC

1) Fast Ethernet /1GbE / 10GbE Solutions
2) Lowe Power Input - 12 ~ 48 Volts DC
3) G.8032 ERPSv2 Self-Healing Ring
4) 802.1X, RADIUS, TACACS+, SSL, SSH
5) Built-in Traffic Analysis
6) Jumbo- Frame Support
7) ACL Support
8) IGMP Snooping
9) Mass Software Deployment & Upgrades

• UL /CE /FCC
• NEMA TS-2
• EN50155
• EN50121-4
• EN45545-2
• UL 60950-1
• IEC 62380

o Bus & Other Vehicles
o Self Driving Vehicles
o Auto-Guided Vehicles
o Robotic Systems
o Highway
o Bridges & Tunnels
o Metro Rail
o High Speed Rail
o People Movers

* NOTE: KY-3170EM4/2 includes  - 2 x 1000 Copper RJ-45 SFP at no extra cost
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DYMEC

Why DYMEC

3170 ITS Industrial Ethernet Traffic Switch
Input File - 1 / 10 GbE Rack Mount Switch
KY-3170XM & KY-3170XR Router

 10 Port, 10 GbE, Industrial Ethernet Switch
 6 x 10/100/1000 TX RJ-45 Ports
 4 x 1 GbE / 10 GbE SFP Slots
 1 x USB Port for Backup / Troubleshooting
 INPUT FILE Switch - 2 SLOT
 Temperature Hardened
 G.8032 ERPSv2 Non-Stop Fiber Rings
 Layer 2 Switching
 MAC Table for Troubleshooting
 Fiber Port Diagnostics
 Copper Port Diagnostics
 Built-in Traffic Analysis
 RSTP / MSTP / VLAN
 NEMA & Non-NEMA Traffic Cabinets
 Power 12 ~ 48 Volts DC

KY-3170XM

KY-3170XR

 10 Port, 10 GbE, Industrial Ethernet Switch/ Router
 6 x 10/100/1000 TX RJ-45 Ports
 4 x 1 GbE / 10 GbE SFP Slots
 1 x USB Port for Backup / Troubleshooting
 INPUT FILE Switch - 2 SLOT
 Temperature Hardened
 G.8032 ERPSv2 Non-Stop Fiber Rings
 Layer 2 Switching & Layer 3 Routing
MAC Table for Troubleshooting
 Fiber Port Diagnostics
 Copper Port Diagnostics
 Built-in Traffic Analysis
 RSTP / MSTP / VLAN
 NEMA & Non-NEMA Traffic Cabinets
 Power 12 ~ 48 Volts DC

ROUTING INCLUDES: STATIC IPv4 Routed, OSPFv2, GRE, VRRP 

o Bus & Other Vehicles
o Self Driving Vehicles
o Auto-Guided Vehicles
o Robotic Systems
o Highway
o Bridges & Tunnels
o Metro Rail
o High Speed Rail
o People Movers

• UL /CE /FCC
• NEMA TS-2
• EN50155
• EN50121-4
• EN45545-2
• UL 60950-1
• IEC 62380

1) Fast Ethernet /1GbE / 10GbE Solutions
2) Lowe Power Input - 12 ~ 48 Volts DC
3) G.8032 ERPSv2 Self-Healing Ring
4) 802.1X, RADIUS, TACACS+, SSL, SSH
5) Built-in Traffic Analysis
6) Jumbo- Frame Support
7) ACL Support
8) IGMP Snooping
9) Mass Software Deployment & Upgrades

NSA Certified Secure Endpoint
& Service Control

• Console Port Shutdown
• Reset Button Disabled
• Secure Chassis Enabled
• Easy to control GUI
• All telecom protocols

are secure

 10 Port, 1 GbE, Industrial PoE+ Ethernet Switch
 6 x 10/100/1000 TX RJ-45 PSE Ports
 4 x 1000 SFP Slots
 1 x USB Port for Backup / Troubleshooting
 INPUT FILE Switch - Temperature Hardened
 G.8032 ERPSv2 Non-Stop Fiber Rings
 Layer 2 Switching
 MAC Table for Troubleshooting
 Fiber Port Diagnostics
 Copper Port Diagnostics
 RSTP / MSTP / VLAN
 NEMA & Non-NEMA Traffic Cabinets
 Power 12 ~ 48 Volts DC /
PoE Power 48 ~ 57 Volts DC

KY-3170EM4-P / IEEE802.3bt
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Number of Port

Mechanism

Environment

Network Redundancy

So�ware Feature

Layer 3 Feature

Switch Property

Cer�fica�on

Industrial EN50155 M12 Managed Ethernet Switches

DYMEC

KY-MS2404GS-8C KY-MS2800GFS-8C KY-CS2404GS-8C KY-MT0802C-M12 KY-MT1000G-M12 KY-MS0802C-M12 KY-MS1000G-M12

CE / FCC / NEMA TS-2
NSA / Service Control

CE / FCC / NEMA TS-2
NSA  / Service Control
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Number of Port

Mechanism

Environment

Network Redundancy

So�ware Feature

Layer 3 Feature

Switch Property

Cer�fica�on

Industrial EN50155  M12 Unmanaged Ethernet Switches

DYMEC

KY-ET0802C-M12 KY-ET0804C-M12 KY-ET1000G-M12 KY-ES0802C-M12 KY-ES0804C-M12 KY-MPX0802 KY-MPX1002 KY-MPX0804 KY-MTX0804 KY-MH0804X2

CE / FCC / NEMA TS-2
NSA / Service Control

CE / FCC / NEMA TS-2

NSA / Service Control
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DYMEC

KY-MH0804X4 KY-MQ0804X2 KY-MPX1604 KY-MP1604XB KY-MPX2404 KY-MSX0802 KY-MSX0804 KY-MSX0812 KY-MSX1604 KY-MSX2404 KY-MS2404XF

CE / FCC / NEMA TS-2

NSA / Service ControlNSA / Service Control

CE / FCC / NEMA TS-2
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Number of Port

Mechanism

Environment

Network Redundancy

So�ware Feature

Layer 3 Feature

Switch Property

Cer�fica�on

Industrial 10 Gigabit Layer 3 Managed Ethernet Switches

Number of Port

Mechanism

Environment

Network Redundancy

So�ware Feature

Layer 3 Feature

Switch Property

Cer�fica�on

Industrial 10 Gigabit Layer 3 Managed Ethernet Switches

DYMEC

KY-CPX0802 KY-CPX1002 KY-CPX0804 KY-CTX0804 KY-CH0804X2 KY-CH0804X4 KY-CQ0804X2 KY-CPX1604 KY-CP1604XB KY-CPX2404

CE / FCC / NEMA TS-2 CE / FCC / NEMA TS-2
NSA / Service ControlNSA / Service Control
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KY-CSX0802 KY-CSX0804 KY-CSX0812 KY-CSX1604 KY-CSX2404 KY-MPG0802 KY-MTG0802 KY-MPG1002 KY-MTG1002 KY-MPG0804 KY-MTG0804

DYMEC

CE / FCC / NEMA TS-2
NSA / Service Control

CE / FCC / NEMA TS-2

NSA / Service Control
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DYMEC

KY-MH0804G2 KY-MH0804G4 KY-MQ0804G2 KY-MPG1604 KY-MP1604GB KY-MPG2404 KY-MSG0802 KY-MSG1002 KY-MSG0804 KY-MSG0812 KY-MSG1604 KY-MSG2404-8C

CE / FCC / NEMA TS-2

CE / FCC / NEMA TS-2

NSA / Service Control

NSA / Service Control
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DYMEC

KY-CPG0802 KY-CTG0802 KY-CPG1002 KY-CTG1002 KY-CPG0804 KY-CTG0804 KY-CH0804G2 KY-CH0804G4 KY-CQ0804G2 KY-CPG1604 KY-CP1604GB KY-CPG2404

CE / FCC / NEMA TS-2
NSA / Service Control

CE / FCC / NEMA TS-2
NSA / Service Control
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KY-CSG0802 KY-CSG1002 KY-CSG0804 KY-CSG0812 KY-CSG1604 KY-CSG2404-8C KY-MP0802GE KY-MS0802GE KY-MP0402GE KY-MS0402GE

DYMEC

NSA / Service Control NSA / Service Control
CE / FCC / NEMA TS-2

CE / FCC / NEMA TS-2
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-40° ~ +85°C 
(-40° ~ 185°F)

-40° ~ +85°C 
(-40° ~ 185°F)

-40° ~ +85°C 
(-40° ~ 185°F)

-40° ~ +85°C 
(-40° ~ 185°F)

-40° ~ +85°C 
(-40° ~ 185°F)

-40° ~ +85°C 
(-40° ~ 185°F)

-40° ~ +85°C 
(-40° ~ 185°F)

-40° ~ +85°C 
(-40° ~ 185°F)

-40° ~ +85°C 
(-40° ~ 185°F)

KY-ES0500L-M12 KY-ES0500LA KY-ES0800LA KY-ES0401G

DYMEC

KY-ES0500GA KY-ES0800GA KY-ESG0802 KY-ESG1600 KY-EPG0401

CE / FCC / UL / NEMA-TS-2
NSA / Service Control

CE / FCC / UL / NEMA-TS-2
NSA / Service Control
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DYMEC

KY-3170EM4 KY-3170EM4/2 KY-3170EM4-P KY-3170XM KY-3170XR KY-3100EM KY-EPG0802 KY-ET1002G KY-IM0101G KY-IP0101G

ITS INDUSTRIAL 3170 SERIES - TRAFFIC / DOT

10 10 10 10 10 10

2

66666

4 4

4 4

6

4

58 x 114 x 205 58 x 114 x 205 58 x 114 x 205 58 x 114 x 20558 x 114 x 205
0.87 kg 0.87 kg 0.87 kg 0.87 kg 0.87 kg 0.88 kg

12~48 VDC 12~48 VDC 12~48 VDC 12~48 VDC 12~48 VDC48~57 VDC

NSA /Service Control

CE / FCC / UL
NEMA TS-2

Rack MountRack Mount Rack Mount Rack Mount Rack Mount


